


Special Features:

« Spindle sleeve (Ram) is made from M. S. Grounded and guided in accurately honned head stock bore.

« Spindle shaft is ade from E. N. 8.

« Gears in 20mm cap. Machine are made from M. S. Which are hob cut where as gears in 25mm & 32mm capacity machine are made
from best quality graded C. I. Which are helical and hob cut.

« Spindle gears in 20mm capacity machine rotates in pulley fitted with Gun metal bushing where as in 25mm & 32mm capacity
machine spindle gear rotates with in ball bearing provided in the pulley.

* Pillar is made from heavy duty seamless pipe which is accurately ground and chrome plated.

* All working parts are grounded to maximum accuracy.

No. Specifications

SMA1-2

SMB 1-2

: SMB-3

1 Drilling Capacity 13 20 20
2 No. of spindle speeds 4 8 8
3 R.ange of speed : 500 X2825 86 to 3326 86 10 3326
4 Distance Between Spindle Canter

& Column Face 156 215 380
5 Max. Distance of spindle to base 540 710 940
6 Max. Distance of spindle to work table 300 460 495
7 Table travel 180 125 250
8 Spindle travel 75 270 X 270 195
9 Table s.|ze 205 X205 500 X 355 405 X 405
10 Base. size 350X225 275X 300 650 X 382
11 Woking Sl.Jrface of base 210X195 75 380 X 470
12 Column diameter 47 800 87
13 Column height 810 MT.2 1500
14 Spindle nose bore solid spindle 0.75kw(1 H.P) 1440 RPM. MT-2

15 Motor Recommended
16 V-Belt size

17 Weight of Machine(appx.)

0.37kw("2 H.P) 1440 RPM.

M-2350
50kg.

A-43
100kg.

0.75kw(1 H.P) 1440 RPM.
A-58
225kg.



SMC-1

25

8

105 X 2561

220

1100

770

450

150
315X 315
590 X 380
320 X290
87

1500
MT-3

0.75kw(1 H.P)1440 RPM.

B-46
190kg.

SMC-2

25

8

105 to 2651

380

940

495

250

150

405 X 405
650 X 382
380 X 470
87

1500

MT -3
0.75kw(1 H.P)1440 RPM
B-60
270 kg.

S. M. Drilling Machines are Manufactured from best selected and graded material characterized by excellent machine ability and high damping capacity
s0 as to cover varied range of operation like Drilling, Reaming, Taping, Boring, Counter Boring, Lapping ets. In castiron, Steel and other materials.

SMD-1

32

8

105 to 2651

250

1100

770

450

150

330 X 330
650 X 460
370 X 470
87

1500

MT - 4
0.75kw(1 H.P) 1440 RPM.
B-48
230 kg.



Specification may be changed without any prior notice in case of design modification.

EXTRA. EQUIPMENT STANDARD EQUIPMENT
* Electric Motor * Motor Pulley

* R/E Switch, V - Belt * Draft

e Drill Chuck, Arbour etc.

No. Specifications SMD-2 SME-1 SMF-1
1 Drilling Capacity 32 38 50
2 No. of spindle speeds 8 8 8
3 Range of speed 105 to 2651 80 to 2660 80 to 2660
4 Distance Between Spindle Canter
& Column Face 250 245 300
5 Max. Distance of spindle to base 1000 1100 1250
6 Max. Distance of spindle to work table 670 770 920
7 Table travel 450 450 650
8 Spindle travel 250 150 250
9 Table size 330 X 330 360 X 360 425X 425
10 base size 650 X 460 375X 370 950 X 700
11 Woking surface of base 370 X470 650 X 460 750 X 650
12 Column diameter 87 112 112
13 Column height 1500 1500 1650
14 Spindle nose bore MT-4 MT-4 MT-5
15 Motor Recommended 0.75kw(1 H.P) 1440 RPM. 0.75kw(1 H.P) 1440 RPM. 1.5kw(2H.P) 1440 RPM.
16 V- Belt Size B-48 B-48 B-59
17 Weight of Machine(appx.) 250kg. 300 kg. 450 kg.
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